
IF Series
· Single body, multi colour
· Ø22 mm Connection
· Flashing and normal LED mode available in same module.
· 90 dB Buzzer

Code Illuminati on Featu res
Nom inal 
Voltage

Box/Pcs

IF3P024OS30-1 LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED
LED

Without Buzzer,Diamond Shape, 5 Colours, for PNP Application 24V DC
IF3N024OS30-1 Without Buzzer,Diamond Shape, 5 Colours, for NPN Application 24V DC
IF3P024MS30-1 Without Buzzer,Round Shape , 5 Colours, for PNP Application 24V DC
IF3N024MS30-1 Without Buzzer,Round Shape, 5 Colours, for NPN Application 24V DC

CD/CA V42 ruoloC elgniS50MX420*5FI
CD/CA V42lanoitatoR , ruoloC elgniS50MRX420*5FI
CD/CA V42 rezzuB htiW , ruoloC elgniS50MZ420*5FI

IF5*024ZRM05 Single Colour , With Buzzer, Rotational 24V AC/D C
CA V022  ruoloC elgniS 50MX022*5FI
CA V022lanoitatoR , ruoloC elgniS50MRX022*5FI
CA V022 rezzuB htiW , ruoloC elgniS50MZ022*5FI

IF5*220ZRM05 Single Colour , With Buzzer, Rotational 220V AC
CD/CA V21sruoloC 550MX210M5FI
CD/CA V21rezzuB htiW,sruoloC 550MZ210M5FI
CD/CA V42sruoloC 550MX420M5FI
CD/CA V42 rezzuB htiW ,sruoloC 550MZ420M5FI

CA V011sruoloC 550MX011M5FI
CA V011rezzuB htiW ,sruoloC 550MZ011M5FI
CA V022sruoloC 550MX022M5FI
CA V022 rezzuB htiW ,sruoloC 550MZ022M5FI

IF5P024XM05 Single Module 5 Colours, for PNP application 24V DC
IF5P024ZM05 Single Module 5 Colours, for PNP application, with Buzzer 24V DC
IF5N024XM0 5 Single Module 5 Colours, for NPN application 24V DC
IF5N024ZM05 Single Module 5 Colours for NPN application, with Buzzer 24V DC
IF5T024XM05 3 Layers in Single Body, 3 Colours , PLC Harmonized 24V DC
IF5T024ZM05 3 Layers in Single Body, 3 Colours , PLC Harmonized+with Buzzer 24V DC
IF6P024WM05  PLC Harmonized, 5 Colours, with Self-Adjusted Buzzer**  24V DC

Note: For base option s, please choose metal bases f rom page 70. Should be used with I FAB01 or I FAB03.
* Sin gle Colour
** If the environment noise is less than 80dB the beacon will sound at 90d B. If the environment noise is greater than 80dB the beacon 
automatically changes the sound to 105dB.

R: Red, G: Green, Y: Yello w, B: Blue, W: White

IF Series Multi Colour Beacons with Ø 22 mm connection, IP65
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